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Class I, Division 2, Groups A, B, C and D hazardous locations.

Open interface modules, Models OH406, OH413, OH414, OH420, OH440, OH609, OH613, OH620, OH640, OH1124, OH1212, OH1224,
OH1312, OH1500, OH1510.

Industrial control computer, Model HCC, HVE, HVL or HVS followed by 3, 4 or 5, followed by 0, 1, 2 or 3, followed by 0, 5 or 9, followed
by 5, 6 or 7, followed by 1 thru 6 or 8, followed by 0, 1, 2, 3, 4, 5, 6 or A, followed by 0 or 1, followed by 0, 1, 3, 4, 5, 6 or 7, may be
followed by A, M, S, V or other letters, may be followed by A, M, S, V or other letter.

Interface terminal, open type, Model H4 followed by 2, 7, 8 or 9, followed by 4, followed by 0 or 2, followed by N or T, followed by 3, 4,
5, 6, 7, 8 or 9, followed by 4, 5, 6, 7, 8 or 9, followed by 0, 1, 2, 3, 4, 5 or 6, followed by 2, followed by 0, 1, 2, 3, 4, 5, 6 or 7,
followed by 1, 2, 3 or 4, followed by 00 or 01.

Work station, Model HWS followed by 1, followed by 2, 3, 7, 8 or 9, followed by 3, followed by 4, followed by /B, may be followed by XXX.

1A: 50/51/52/53/5400.

Industrial control computers, Models IC5, OC5, PG5, PV5, WC5 followed by 0, 1, 2, 3 or 4, followed by 2, 3, 5, 7, A or B, followed by 1, 2,
3, 4, 6, 7, 8 or 9, followed by 7, 8, B, C, D, F, G, H, J, K, P, Q, R, T, U, V, W, X or Y, followed by 2, 4, 7, 8, B, F, G, H, J or K, followed by
0, 3, 4, 5, 6, 7, 8, 9, A, B, C, D, E, N, P, Q, R, S or T, followed by 0, 1, 2, 3, 4, 5 or 6, followed by 0, 1, 4, 5, 7, A, B, C, D or E, followed by
0, 1, 2, 3, 4, 5, 6, 7, 8, A, B, C, D, E, F, J, K or L, followed by A, C, D, E, H, M, P, Q, R, S, V, W or any other two digit alphanumeric
combination.

IB: 55/5600.

Industrial control computer, Model IC5 followed by 5 or 6, followed by 0, 1 or 2, followed by 0, 1, 2, 3, 6, 7, 8 or 9, followed by 1, 2, 3, 4,
A, B, C or D, followed by 1, 2, 3, 4, 5, 6, 7, 8 or 9, followed by 0, 1, 2, 3, 4, 5, 6, 7, N, P, Q, R, Y or Z, followed by 0, 1 or 2, followed by 0,
followed by 0, 1, 2, 3, 4, 5, 6, 7 or 8, followed by H, S, V, W or any other two digit alphanumeric combination.

IIB: 65/6600.

Industrial control computer, Model IC6 followed by 5 or 6, followed by 0, A or B, followed by 0, 1, 2, 3, 6, 7, 8 or 9, followed by 1, 2, 3, 4,
A, B, C or D, followed by 1, 2, 3, 4, 5, 6, 7, 8 or 9, followed by 0, 1, 2, 3, 4, 5, 6, 7, Y or Z, followed by 0, 1 or 2, followed by 0, F or G,
followed by 0, 1, 2, 3, 4, 5, 6, 7 or 8, followed by H, S, V, W or any other two digit alphanumeric combination.

III: 70/71/72/73/7400.

Industrial control computers, Models IC7, OC7, PG7, PV7, WC7 followed by 0, 1, 2, 3 or 4, followed by 7 or F, followed by 1, 2, 6 or 7,
followed by 7, 8, B, C, D, F, G, H, J, K, P, Q, R or V, followed by 4, 8, B, F, G, H, J or K, followed by 0, 3, 4, 5, 6, 7, 8, 9, A, B, C, D, E, F,
G, H, J, K, L, M, N, P, Q, R, S, T, W, X, Y or Z, followed by 0, 1, 2, 3, 4, 5 or 6, followed by 0, A or B, followed by 0, 1, 2, 3, 4, 5, 6, 7, 8,
A, B, C, D, E, F, J, K or L, followed by A, C, D, E, F, H, M, P, R, S, V, W or any other two digit alphanumeric combination.

IVA: 81/83/8400

Industrial control computer, Model IC8 followed by 1, 3 or 4, followed by 0, F or G, followed by 0, 1, 2, 3, 6, 7 or 8, followed by C, H, J,
R, S, V, W or X, followed by 4, 8, B, F or G, followed by 0, 7, 8, E, G, J, K, L, N, P, Q, R, S, T, X or Y, followed by 0, 1 or 2, followed by 0,
A or B, followed by 0, 1, 2, 3, 4, 5, 6, 7 or 8, followed by H, S, V, W or any other two digit alphanumeric combination.

IVB: 85/8600

Industrial control computer, Model IC8 followed by 5 or 6, followed by 0, F or G, followed by 0, 1, 2, 3, 6, 7, 8 or 9, followed by 1, 2, 3, 4,
A, B, C or D, followed by 1, 2, 3, 4, 5, 6, 7, 8 or 9, followed by 0, 1, 2, 3, 4, 5, A, B, C, D, E, S or T, followed by 0, 1 or 2, followed by 0, A
or B, followed by 0, 1, 2, 3, 4, 5, 6, 7 or 8 followed by H, S, V, W or any other two digit alphanumeric combination.

Industrial panel mount mouse, Model COSIPMMOUSESER.

Delta PCI industrial computers, Model DP followed by 10 digits of either alpha or numeric content denoting various options, followed by a
two digit alphanumeric combination denoting custom configurations.

Delta PC104 industrial computers, Model DH followed by 10 digits of either alpha or numeric content denoting various options, followed by
a two digit alphanumeric combination denoting custom configurations.

Delta industrial monitor, Model DM followed by 10 digits of either alpha or numeric content denoting various options, followed by a two digit
alphanumeric combination denoting custom configurations.

Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G.

Interface terminal, Model IWS followed by 1, followed by 1 or 2, followed by any number 0 thru 7, mayt be followed by /X or /XX, where X
can be any number or character, may be followed by XXX, where X can be any number or character.

Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G; Class III. Hazardous Locations.
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Industrial flat panel monitor, Model M, followed by 1200, 1500, 1502, 1700, 1900, or 2200W, may be followed by SR or blank, may be
followed by KP or blank, may be followed by T or blank, may be followed by DC, 24 or 12, may be followed by NL, SS, may be followed by
additional alphanumeric characters.

Class I, Division 2, Groups A, B, C and D Hazardous Locations

Industrial node computers, Models nPC100, nPC200, nPC300, nPC400 may be followed by additional alphanumeric characters.

Class I, Division 2, Groups A, B, C and D; Class II, Division 2, Groups F and G; Class III. Hazardous Locations.

Industrial computers, Models ePC1 and iPC1 followed by 2, 5, 7 or 9, followed by 00, may be followed by KP or blank, may be followed by T
or blank, may be followed by additional alphanumeric characters, may be followed by DC, may be followed by SS, NL or RM.

Model ePC1 and iPC1 followed by 2, 5, 7, or 9, followed by 50, may be followed by KP or blank, may be followed by T or blank, may be
followed by additional alphanumeric characters, may be followed by DC, may be followed by SS or NL or RM.
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